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Magnolia Drive uses only high quality and vintage instruments during performances which requires sound
reinforcement equipment made for such instrumentation in order to deliver the best quality sound to the listening
audience. All instruments are played in an open mic configuration other than the acoustic bass, which is connected via a
Fishman transducer to an Ampeg ultra low tone amplifier for on-stage monitoring purposes. Vocally, the band members
are strategically arranged to provide the best harmony blend with a self-monitoring capability to maintain a strong &
entertaining performance. Ensuring that the freedom to move around on stage is a large part of the overall experience.
Once set before the show starts. the band self-mixes the onstage monitoring dynamically and thus requires little, if any
“hands-on” at the sound board by the engineer.

www.magnoliadrive.com

= Instrument Mic

Typically 3 feet high and mounted to

boom type stand for quick adjustment.

Instrument Mics should all be of

dynamic or small condenser types

(Banjo & Mandolin – Shure SM57 or like)

(Guitar – Shure SM81 or like)

Upright bass uses Fishman Full Circle pickup with L.R. Braggs beltclip GigPro 

preamp and eq controls connected to Acoustic Image Contra IV bass amp as on-

stage monitor and direct input (DI) connection to front of house board. 

Can be mic’ed on stage only if direct input connection is not available.

= Vocal Mic

All Vocal Mics mounted on boom style 

stands reaching over instrument mics 

about 5 feet high.  All vocal mics 

should be dynamic type

(Shure SM58 or like)
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